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DESCRIPTION 
 
Thick layer of mineral coating consisting of fine powdered marble granules, very aged 
grassello limestone, as well as special fillers and additives, which will allow the material to 
extend, thus easily providing texture to the surface. 
Good adhesion and filling power, so there is no need for dust and grease free surfaces or to 
plaster uneven or cracked surfaces. 
Approximate consumption. 1.5 kg per m2, according to the texture and roughness of the 
medium.  
Waxed with Cera Metal or Supreme, it is highly washable, durable and stain and scratch 
resistant, suitable for kitchens, bathrooms and high traffic areas.  
You can even leave a smooth Marmorino-type finish with just 2 or 3 coats.  
Do not apply or store below 5°C or above 35 °C.  
 
TECHNICAL DATA  
 

 ALHAMBRA  

Composition: 
Calcium hydroxide (lime) calcium carbonate 

(marble) and polymer resin. 

^VOC content máx. allowed (2010):  Category A, Subcategory L: 200g/l 

^VOC content máx. product: Category A, Subcategory L: 13,0g/l 

pH: > 10 

Density: 1,5 – 1,6 g/cm3 

*Coverage: 0.8 – 1.0 m2/kg (3 hands) 

Viscosity: 8500 - 9500 mPa·s 

Appearance: Viscous 

Color: Neutral 

Pack size: 15 kg. 

Dilution: NO. Ready to use 

Tools: Steel trowel, decorative rollers, fabric effect 
trowel, etc.. 

Cleaning tools : water 
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**Conditions of applications: between 5ºC and 35ºC 

*** Drying: At least 8 hours 

****Storage: between 5ºC and 35ºC 

* The coverage may vary depending on the support and the applicator itself. 
** Both ambient temperature and surface temperature. 
*** According to weather conditions. 
**** Avoid frost. Keep container tightly closed. The products are stable for at least one year 
from the date of manufacture, in perfect storage conditions, closed, with the seal intact and 
between 5 and 35ºC. 

^Subcategory according to RD 227/2006 and Directive 2004/42/CE 
 
It should be noted that the performance may vary depending on the surface, application 
conditions and / or applicator. The purchaser / applicator is not exempt from the responsibility 
of carrying out its own examination of the products supplied, in order to verify its suitability for 
the intended procedures and purposes. 

 
DIRECTIONS FOR USE 
 
Application:  
 
Option 1: "DAMASCATO" finishing : Apply an initial coating of Alhambra using a steel 
trowel and smooth the surface. Leave to dry for 8 to 24 hours. Insert the surface of the steel 
trowel base on the product so that the material may adhere. Place the buffered or stamped 
material on the wall in an irregular manner, without covering it (leave about half of it free, 
depending on the desired Damascato effect). There will be edged /ridged blobs and/or 
patches of fresh material removing the trowel. Leave for 10 to 30 minutes (depending on 
temperature and humidity) and then smooth and level out using the steel trowel. There will 
still be some irregular patterns of smooth and uncovered areas, which is typical of the 
Damascato effect. Leave to dry for 8 to 24 hours.  
 
Applying the Wax to the finish DAMASCATO  :Generously apply Cera Metal (metallic silver 
or with Esencia), coloured water-based wax (matt, with Esencia) or Supreme (metallic - in 7 
colours), using your chosen tool, depending on the desired effect. Using a sponge or glove 
one can provide shades to given areas, thus creating a contrast. Using a trowel, fill in any 
cracks with wax leaving a more marked effect.  
 
Option 2: "VEINED TRAVERTINO" finishing : Apply an initial coat of Alhambra using a steel 
trowel and smooth the surface. Leave to dry for 8 to 24 hours. Apply a thicker second coat 
using a steel trowel and make your design / texture when the material is still wet, as follows: 
Option A)  Using a fabric effect trowel: Immediately, when the surface is still wet, insert the 
trowel tines into the fresh layer of material, with slight twists and turns of the wrist and 
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continue in the chosen direction, using this technique (horizontal, vertical or diagonal). This 
way, by overlapping the twists and turns of the tool, the irregular streaks are made in a line 
along the desired length and depth. When you have removed some of the textured area 
(between 10 to 30 minutes, depending on temperature and humidity), brush the surface using 
a steel trowel to smooth the compacted areas that do not have streaks or designs and 
remove the ridges / burrs from the edges of the streaks / designs. Leave to dry for 8 to 24 
hours. 
Option B)  Using a trowel without rounded corners: Allow the surface to start drying for 10 to 
30 minutes (depending on temperature and humidity) until the surface layer begins to dry, but 
is still fresh underneath. Make the streaks by dragging the material using the edge of the 
metal trowel (the NON-rounded corner). Grooves and streaks are formed depending on the 
desired effect and some of the material should be discarded. If desired, go through the 
surface again using the trowel to smoothen and compact the areas that do not have designs 
and to remove any burrs and loose bits of material. Once the design is finished, allow to dry 
completely for 8 to 24 hours. 
Option C)  Using decorative rollers or other tools: You can make any design you like, by 
passing the decorative tool or roller over the wet surface, so that it leaves its print. For 
example, you can create a continuous marble vein effect by passing the marble effect roller, 
or you can create a brick or slab effect using the PRINTED CONCRETE technique on a 
freshly layered surface, or you can create a chopped or dragged effect, among others. 
 
Applying Wax to a VEINED TRAVERTINO finishing : Generously apply Cera Metal (metallic 
silver or with Esencia), coloured water-based wax (matt, with Esencia) or Supreme (metallic - 
in 7 colours), using a sponge or glove in different areas (veins and smooth areas) in one or 
more shades, creating a contrast. You can also achieve finishes in other colours by 
combining differently coloured waxes that go well together, applying one colour to the veins 
and another to the smooth areas, overlapping and blurring the joining areas. 
 
IMPORTANT 
 
Keep out of the reach of children. In case of contact with eyes, rinse thoroughly with water. If 
discomfort persists consult a physician and teach the label. In case of accidental ingestion 
consult a physician immediately. 
 
DISPOSAL CONSIDERATIONS 
 
Do not empty liquid into drains or pipes. Solid waste may be disposed of as normal waste. 
Follow the "European Standards for Waste Water Based Paints". 
 
The current Data Sheet cancels and replaces any pre vious Data Sheet. 

 


