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DESCRIPTION 
 
Metallic, satin pearlescent or velvet decorative finish, very versatile and polyvalent, of 
maximum luxury and elegance. Can be easily applied using a roller and a float o directly with 
a float. The float can be plastic or stainless steel; in either case it should have rounded edges 
so as to caress the product and orientate the fibres in order to obtain the chiaroscuro effect, 
accentuate sparkling and the silky tact. Its consistence allows the product to be spread using 
a roller (anti-drip) in order to accelerate product load on the surface. 
 
TECHNICAL DATA  
 

 DAMASCO  

Composition: Additives, effects pigments and polymeric resin 

^VOC content máx. allowed 
(2010): Category A, Subcategory L: 200g/l 

^VOC content máx. product: Category A, Subcategory L: 60.0 g/l 

pH: 9.0 - 10.0 

Density: 1,1 – 1,2 g/cm3 

*Coverage: 8 m2/l  

Viscosity: 1400 - 1900 mPa·s 

Appearance: Viscous 

Color: Silver 

Pack size:                           2.5 L       

Dilution: NO. Ready to use 

Tools: Roller, Steel trowel, plastic trowell, brush,spalter 
 

Cleaning tools : water 

**Conditions of applications: between 5ºC and 35ºC 

*** Drying: At least 8 hours 

****Storage: between 5ºC and 35ºC 
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* The coverage may vary depending on the support and the applicator itself. 
** Both ambient temperature and surface temperature. 
*** According to weather conditions. 
**** Avoid frost. Keep container tightly closed. The products are stable for at least one year 
from the date of manufacture, in perfect storage conditions, closed, with the seal intact and 
between 5 and 35ºC. 

^Subcategory according to RD 227/2006 and Directive 2004/42/CE 
 
It should be noted that the performance may vary depending on the surface, application 
conditions and / or applicator. The purchaser / applicator is not exempt from the responsibility 
of carrying out its own examination of the products supplied, in order to verify its suitability for 
the intended procedures and purposes. 

 
DIRECTIONS FOR USE 
 
WALL PREPARATION : 1 or 2 coats of Sublime or Natural blanco (ready to use or diluted 
20%). Allow to dry 8hrs between coats. 
 
TINTING: Damasco is a silver coloured ready-to-use neutral base. It can be applied as such 
or colour with using any of the Osaka colourants or using a tinting machine (max. 5% of 
machine colourant in volume). 
 
APPLICATION: CLASSICAL FLOAT FINISH : 
1) Apply a first coat of undiluted Damasco using an anti-drip roller and allow to dry 8 hrs. 
2) Apply a thin second layer by sections making the designs while the product is still fresh, 
caressing the surface using the round-edged plastic or stainless float in different directions in 
order to orientate the fibres. Alternative: Trowel directly using the float in 1 or 2 coats, avoid 
overloading and make the design directly caressing the surface with the float in different 
directions. 
 
TOWELLED FINISH (FROSTWORK): 
Step 1) like the previous. 
2) Apply a thin second coat by sections and make the design while fresh, trowelling in circles 
using the round-edged plastic or stainless steel float. Alternative: Apply directly with the float 
in the second coat and trowel gently. 
 
OPTIONAL PROTECTION : Allow Damasco de dry at least 24hrs and apply 1 or 2 coats of 
Barniz Alto Brillo by roller (glossy). Important observation: Damasco’s great attractiveness lies 
in its metallic sparkles, chiaroscuros and its silky tact, hence, although being very durable, it 
is not a very washable coating neither apt for high wear and tear surfaces. It can be 
protected, but in so doing part of these effects will be lost. 
 
IMPORTANT 
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Keep out of the reach of children. In case of contact with eyes, rinse thoroughly with water. If 
discomfort persists consult a physician and teach the label. In case of accidental ingestion 
consult a physician immediately. 
 
DISPOSAL CONSIDERATIONS 
 
Do not empty liquid into drains or pipes. Solid waste may be disposed of as normal waste. 
Follow the "European Standards for Waste Water Based Paints". 
 
The current Data Sheet cancels and replaces any pre vious Data Sheet. 

 


