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DESCRIPTION 
 
Madreperla is a decorative painting with with pearl gloss. Its composition is based on particles 
(flocs) of colours and metallic pigments. 
 
TECHNICAL DATA  
 

 MADREPERLA  

Composition: Additives, pigments and polymerics resins  

^VOC content máx. allowed 
(2010): Category A, Subcategory L: 200g/l 

^VOC content máx. product: Category A, Subcategory L < 15.0 g/l 

pH: 7.5 - 8.5 

Density: 1,03 – 1,06 g/cm3 

*Coverage: 8 - 12 m2/l  

Viscosity: 300 - 600 mPa·s 

Appearance: Viscous 

Color: Colours: 03, 04, 08, 09, 11, 12 

Pack size: 2.5 L 

Dilution: NO. Ready to use 

Tools: Brush and flexible spatula 

Cleaning tools : water 

**Conditions of applications: between 5ºC and 35ºC 

*** Drying: At least 8 hours 

****Storage: between 5ºC and 35ºC 
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* The coverage may vary depending on the support and the applicator itself. 
** Both ambient temperature and surface temperature. 
*** According to weather conditions. 
**** Avoid frost. Keep container tightly closed. The products are stable for at least one year 
from the date of manufacture, in perfect storage conditions, closed, with the seal intact and 
between 5 and 35ºC. 

^Subcategory according to RD 227/2006 and Directive 2004/42/CE 
 
It should be noted that the performance may vary depending on the surface, application 
conditions and / or applicator. The purchaser / applicator is not exempt from the responsibility 
of carrying out its own examination of the products supplied, in order to verify its suitability for 
the intended procedures and purposes. 

 
DIRECTIONS FOR USE 
 
On white or coloured primers: Madreperla  can be applied on white or coloured surfaces, 
multiplying the possible tones and allowing combination of flat colours. 
Being a semi-transparent base, the white or coloured undercoats show, detailing the tone of 
Madreperla  finish. Multiple combinations of tone can be achieved with the same Madreperla 
base, as proposed in the applied catalogue. 
 
With Glitter additive:  Osaka Glitter additives (metallic powder) can also be used so as to 
achieve sparkles of colour in combination with the predominant tone of Madreperla. You can 
add half or the full 125grs package to 2.5ltr of Madreperla. 
 
APPLICATION  
Step 1: Apply Fondo Opaco (white), or the chosen colour of Sublime Colours (Grafito, Piedra, 
Wengué, Violet, Blue, etc.) using a roller and allow to dry 8hrs. 
 
Step 2A:  (optional) Should you desire the finish with Glitter, add the chosen powdered Glitter 
to Madreperla little by little and stir manually in order to avoid lumps and accumulation of 
particles. Glitter additive is available in 8 colours and in 125gr packaging. Add half the amount 
to 2.5ltr for a soft finish and the whole dose for an intense finish. 
 
Step 2B: Apply Madreperla (with or without Glitter) using a brush in criss-cross fashion and 
avoiding over-loading with product. Bear in mind that the product can be spread very thinly 
and when using the flexible spatula (after approx. 10 mins) the tone is intensified as the 
colour floccules are opened up and spread out. It is also possible to apply Madreperla using 
a varnish roller in criss-cross fashion. In this way product deposition is accelerated and it is 
easier to avoid overloading and to hide joint lines in large areas. 
Step 3:  (optional) After approx. 10 mins (depending on temperature and humidity), caress the 
surface with the flexible spatula in criss-cross fashion in order to smoothen it. The harder and 
the more you use the spatula, the more you spread the particles, hereby obtaining a darker 
finish and smaller sized floccules. 
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IMPORTANT 
 
Keep out of the reach of children. In case of contact with eyes, rinse thoroughly with water. If 
discomfort persists consult a physician and teach the label. In case of accidental ingestion 
consult a physician immediately. 
 
DISPOSAL CONSIDERATIONS 
 
Do not empty liquid into drains or pipes. Solid waste may be disposed of as normal waste. 
Follow the "European Standards for Waste Water Based Paints". 
 
 
The current Data Sheet cancels and replaces any pre vious Data Sheet. 


