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DESCRIPTION 
 
Modern mineral ready-made  wall covering for any interior ambiance. 
Only for walls and ceilings. It is not a cement-based mortar and therefore not suitable for use 
on floors or exterior surfaces. 
For high-transit areas such as kitchens, bathrooms (not humid area), corridors, stairways, etc. 
we recommend protecting with a varnish. 
Neutral base  which can be tinted with our Esencia pigment pastes or with any water-based 
colourant. 
Easy and quick application on most surfaces. 
Any kind of smooth Microcement-type finishes or textured finishes can be obtained, such as 
marble-type veins, rustic finishes or concrete imitations. 
Does not contain limestone. It is therefore more flexible than limestone stuccos and can cover 
microfissures. 
Available formats in 8 Kg for aprox. 8 to 12 m2 and 24 Kg  for aprox. 24 to 36 m2. 
 
TECHNICAL DATA  
 

 MICROCEMENTO 

Composition: Additives, minerals fillers and polymeric resins  

^VOC content máx. allowed (2010):  Category A, Subcategory L: 200g/l 

^VOC content máx. product: Category A, Subcategory L: 22.5 g/l 

pH: 9.5 - 9.8 

Density: 1,5 – 1,6 g/cm3 

*Coverage: 10 m2 (8 kg at 2 hands) y 30m2 (24 kg at 2 hands)  

Viscosity: 10500 mPa·s 

Appearance: Viscous 

Color: Neutral 

Pack size: 8 kg 

Dilution: No. Ready to use 

Tools: inox-steel or plastic trowel 

Cleaning tools : water 
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**Conditions of applications: between 5ºC and 35ºC 

*** Drying: At least 8 hours 

****Storage: between 5ºC and 35ºC 

 
* The coverage may vary depending on the support and the applicator itself. 
** Both ambient temperature and surface temperature. 
*** According to weather conditions. 
**** Avoid frost. Keep container tightly closed. The products are stable for at least one year 
from the date of manufacture, in perfect storage conditions, closed, with the seal intact and 
between 5 and 35ºC. 

^Subcategory according to RD 227/2006 and Directive 2004/42/CE 
 
It should be noted that the performance may vary depending on the surface, application 
conditions and / or applicator. The purchaser / applicator is not exempt from the responsibility 
of carrying out its own examination of the products supplied, in order to verify its suitability for 
the intended procedures and purposes. 

DIRECTIONS FOR USE 
 
Preparation  
Nanometric sealant in case of absorbent or loose surfaces. 
It can be applied directly on smooth or irregular surfaces, with or without primer, as long as 
the wall are free of dust, oil, nicotine and dirt. The product yield is higher on smooth and well 
prepared surfaces. 
 
Primer  
We recommend our Natural blanco , an acrylic paint with high coverage and washability, 
moderately sealant in order to grant the precise adherence, increase the yield and ensure the 
best technical behaviour of the finish. Apply one coat as is or 2 coats diluted with a maximum 
of 20% water. Let it dry 4 to 8 hours between coats. 
 
Tinting  
Manually with our Esencia water-based colourants. May also be tinted with tinting machine if 
desired. Esencia are concentrated pigment pastes made up of various pigments, yielding very 
bright colours which are resistant to alkaline media  up to PH 13. They are highly 
recommended in case of application on alkaline surfaces such as cement, concrete or 
limestone mortars. The product has a neutral PH. It can therefore be tinted with water-based 
colourants. Add a maximum of 10% colourant in weight or volume. Ideally less than 5% in 
order not to dilute in excess and maintain its technical properties. 
 
Application  
Apply the first coat directly by inox-steel or plastic trowel . It is also possible to put the 
material on the surface by roller and smoothen by trowel while fresh. Do not spread the 
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material too much in order to avoid dragging along the mica mineral particles contained in the 
product mass. This first coat can be either smoothed out or textured using different tools and 
techniques in order to obtain veined, ridged, rustic and travertino-style finishes. In case the 
first coat is not finished smooth, the edges, ridges and veins will be enhanced and darkened 
when polishing the second coat, resulting in a bigger contrast.  
Allow to dry at least 24 hours between coats. 
Apply a second coat and smooth it out with the steel trowel . Polish the surface  in order to 
friction the mineral mica particles and obtain sparkling effects which contrast with the colour 
and the texture of the product. 
In case of textured first coats the darkened edges will contrast in addition. 
A thinner third coat might be necessary on rough or irregular surfaces if a very smooth final 
finish is desired. 
 
Protection  
Let the last coat of Efecto Microcemento dry for at least 24 hours before applying a water-
based protector. Acrylic or monocomponent polyurethane varnishes can be used.  
We recommend Protector Universal  as a matt finish for interiors, Hidrofugante  (silicon-
based;  breathable) for exterior façades and Barniz Alto Brillo  (directly on any surface) if 
high gloss and washability are required. 
 
IMPORTANT 
 
Keep out of the reach of children. In case of contact with eyes, rinse thoroughly with water. If 
discomfort persists consult a physician and teach the label. In case of accidental ingestion 
consult a physician immediately. 
 
 
DISPOSAL CONSIDERATIONS 
 
Do not empty liquid into drains or pipes. Solid waste may be disposed of as normal waste. 
Follow the "European Standards for Waste Water Based Paints". 
 
 
The current Data Sheet cancels and replaces any pre vious Data Sheet. 


