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DESCRIPTION 
 
Lime stucco of highest quality. Allows a much faster application than other stuccos. 
 
TECHNICAL DATA 
 

 MITIKO 

Composition:  
Calcium hydroxide (lime) calcium carbonate 

(marble) andpolymer resin. 

^VOC content máx. allowed (2010):  Category A, Subcategory L:200g/l 

^VOC content máx. product: Category A, Subcategoría L: 16,5g/l 

pH: > 10 

Density: 1,5 – 1,6g/cm3 

*Coverage: 0.8 – 1.0 m2/kg (3 manos) 

Viscosity: 10500 mPa·s 

Appearance: Viscous 

Colour: Neutro 

Pack size: 1 kg , 2,5 kg, 5 kg y 20kg. 

Dilution: NO. Ready to use 

Tools: Steel trowel 

Cleaning tools water 

**Conditions of applications: between 5ºC and 35ºC 

*** Drying: At least 8 hours 

**** Storage: between 5ºC and 35ºC 

* The coverage may vary depending on the support and the applicator itself. 
** Both ambient temperature and surface temperature. 
*** According to weather conditions. 
**** Avoid frost. Keep container tightly closed. The products are stable for at least one year 
from the date of manufacture, in perfect storage conditions, closed, with the seal intact and 
between 5 and 35ºC. 
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^Subcategory according to RD 227/2006 and Directive 2004/42/CE 
 
It should be noted that the performance may vary depending on the surface, application 
conditions and / or applicator. The purchaser / applicator is not exempt from the responsibility 
of carrying out its own examination of the products supplied, in order to verify its suitability for 
the intended procedures and purposes. 

 
DIRECTIONS FOR USE 
 
Surface preparation : In the case of very absorbent surfaces or those in bad state, apply our 
water-based sealant. In the case of irregular surfaces, cracked, with gouttelette, etc. use 
smoothening putty or Elastomeric Putty, depending on the thickness or filling power needed. 
Once the previous step has been taken and after respecting the drying time, apply an 
undiluted coat of Fondo Quarzo Base  using a roller and allow to dry at least 8 hours. 
 
Colouring:  Dose the chosen Esencia  colourant adding the suggested amount in the 
catalogue to the still neutral finish. Stir with an electric mixer (or a mechanical hand mixer in 
the shop) until a uniform colour is obtained.  
Lime-based Stucco: Bear in mind the thixotropy of this kind of stucco. It becomes fluid when 
beaten and can take up to 24hrs to regain the ideal viscosity for application. Realize that 
colourants dilute stucco and reduce its viscosity. The technical limit is 10% of colourant (one 
480 ml Esencia in 5 Kg of stucco). In the case of Esencia, if the total content of the flask is not 
used, we suggest a syringe be used to extract the millilitres indicated. 
 
Application  
Apply the first coat using the steel trowel. The silica sand in the primer helps to regulate the 
load. Allow to dry this first coat approximately 8 hrs. If necessary eliminate any ridges sanding 
slightly. 
Apply the second coat using the steel trowel and spreading the product more. You will notice 
that this second coat absorbs more than the first. Allow this second coat to dry 4 to 8 hours. 
 
Finishing coat : Using little product on the edge of the finishing trowel, add and remove 
product irregularly so as to create contrasts with the second coat as well as between the 
finishing strokes. 
The calcium hydroxide of the lime-based stucco (grassello) will in addition create beautiful, 
whitish, fading glazes, better appreciated the darker the colour. 
 
Polishing : Lime-based stucco requires polishing to be done out while still fresh. Carry out the 
finishing in patches of approx. 2m2 and return to polish with the same trowel scraping the 
surface with no product, applying firm pressure, but without scratching the surface. Take care 
not to apply too much pressure nor to overdo the frictioning, so as to avoid blackening 
(burning) of the surface. For superior shining and protection apply our wax Cera Kepi  with 
gauze. 
 
Attention : Deposit very little Cera Kepi and spread very well. If not dark smudges will occur. 



 

 

 

 

MITIKO 
DATA SHEET 

Update date: 25 -10- 2017 ED.04 
 

 

 

 

For a faster and more professional finish a polishing machine with woollen pads can be used. 
For this two different pads should be used: The first to apply a thin layer of wax; the second to 
polish and shine. 
 
IMPORTANT 
 
Keep out of the reach of children. In case of contact with eyes, rinse thoroughly with water. If 
discomfort persists consult a physician and teach the label. In case of accidental ingestion 
consult a physician immediately. 
 
DISPOSAL CONSIDERATIONS 
 
Do not empty liquid into drains or pipes. Solid waste may be disposed of as normal waste. 
Follow the "European Standards for Waste Water Based Paints". 
 
The current Data Sheet cancels and replaces any pre vious Data Sheet. 

 
 


